
UNRESTRAINED 
LUXURY
With the option of Volvo Penta IPS pods,  
the PB65 can slice through the waves at a 
breathtaking 35 knots, cruise comfortably  
at 29 and has a range of 920 nautical miles  
at 21 knots.
The epitome of Palm Beach’s fanatical attention 
to detail, the opulent interiors and spacious 
floorplans can be customized to suit any taste, 
style and requirement. This is perfection.   

UNRESTRAINED 
LUXURY
With the option of Volvo Penta IPS pods,  
the PB65 can slice through the waves at a 
breathtaking 40 knots, cruise comfortably  
at 35 and has a range of 700 nautical miles.
The epitome of Palm Beach’s fanatical attention 
to detail, the opulent interiors and spacious 
floorplans can be customized to suit any taste, 
style and requirement. This is perfection.   
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TECHNICAL
LENGTH OVERALL 71’10” 21.9 M
LENGTH ON DECK 65’ 19.82 M
BEAM 19’1” 5.83 M
DRAFT WITH IPS 3’9” 1.15 M
DISPLACEMENT 69,842 LBS 31,680 KGS

CAPACITY
FUEL CAPACITY 1,585 GAL 6,000 L
WATER CAPACITY 317 GAL 1,200 L
HOLDING TANK  105 GAL 400 L

POWER AND CONSUMPTION
STANDARD ENGINES   
 2 X VOLVO PENTA IPS 1200S @ 900 HP 
TOP SPEED 35 KNOTS 
CRUISE SPEED 29 KNOTS 
RANGE 920 NM / 36 GPH / 21 KN

OPTIONAL ENGINES   
 2 X VOLVO D13 SHAFTS @ 1,000 HP 
TOP SPEED 34 KNOTS 
CRUISE SPEED 28 KNOTS 
RANGE 840 NM / 40 GPH / 21 KN

PB65 FLYBRIDGE WITH UPPER GALLEY PB65 SEDAN WITH LOWER GALLEY

71’10”  21.9 M

19’1”
5.83 M

The PB65 is available in sedan or flybridge.  
The lower galley configuration creates three 
luxurious staterooms. 

While an upper galley allows for an additional 
cabin that would be perfect for a crew member.  

PB65 UP GALLEY, 4 CABIN LAYOUT PB65 LOWER GALLEY, 3 CABIN LAYOUTPB65 UP GALLEY, 4 CABIN LAYOUT

PB65 UP GALLEY, 4 CABIN LAYOUT

PB65 LOWER GALLEY, 3 CABIN LAYOUTPB65 UP GALLEY, 4 CABIN LAYOUT PB65 LOWER GALLEY, 3 CABIN LAYOUTPB65 UP GALLEY, 4 CABIN LAYOUT PB65 LOWER GALLEY, 3 CABIN LAYOUT

BEAM
5.83 m / 19’1”

LENGTH
21.9 m / 71’10”

CRUISE SPEED
29 knots

RANGE @ 21 KN
920 nm

All figures provided are for the standard configuration of the vessel, recorded at half-load at the time of testing.  
Different test conditions and customisations from the standard model may result in variations for your yacht.


